<y oznur kablo

0.6/1kV
PVC iZOLELI COK DAMARLI GUC KABLOLARI

0ZNUR KABLO — 'UUITSE] . NW(VDE]
. Cu/PVC/PVCI(BS]
Tip YWVITSE] NYY [VDE], Cu/PVC/PVCIBS]
Standartlar TS IEC 60502-1, VDE 0276, IEC 502
Yapisi Bakir iletken, PVC izole, PVC dolgu.PVC dis kilif

a mekanik zarlamalarin olmat

Kullanildigi Yerler Sebeke aydinlatma ve giic kablosu olarak kullanian bu kablo faz
' dahili, harici toprak altinda ve kablo kanalinda kullamlir,

Teknik Veriler Maks. calisma sicakligi 70 °C
Maks. kisa devre sicakligi <=300 mm2 icin 160 °C =300 mm2 icin 140 °C
Min. biikiilme yari capi 12*D D:Kablo dis capr [mm]

Boyut ve Agirliklar Elektriksel Bilgiler

1000 m kablo Akim tasima kapasitesi

e
Nominal kesit P15 ¢ap wetagirtik igin = DCE :?r:::iimn
yaklasik yaklasik setk TEII'E.‘EIFEI (maks ] . K
sletiters opraktalAl GEVELELLY!

3x1.5re 11,0 160 20 12,1 26 18
3x2.5re 12,0 215 20 741 34 23
3xd re 14,0 310 20 4,61 by 34
3xb re 15,0 380 100 3.08 56 43
3x10 rm 155 550 110 1,83 75 A0
3x16 rm 20,0 780 120 J1b 98 80
3x25 rm 23,0 1150 130 0,727 128 104
3x35 rm 26,0 1500 140 0,524 157 131
3x50 rm 29.5 1960 160 0,387 185 157
3x70 rm 33,0 2700 180 0,268 278 202
3%95 rm 38,0 3450 210 0,193 275 244
3x120 rm 41,5 4500 210 0,153 313 I 282
3x150 rm 45,0 2450 230 0,124 353 324
3x185 rm 50.0 6500 200" 0,0991 399 371
3x240 rm 56,0 8700 220* 0,0754 hbd 436
3x300 rm 63,0 11250 230" 0,0601 824 481
3x400 rm 1.4 14300 210%* 0,0470 400 ha0

re: Tek telli iletken * 500 metre kablo icin

rrm: Biikild iletken **250 metre kablo icin

25




